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ABX3-type organic lead halide perovskites currently attract broad attention as light harvesters for solar
cells due to their high power conversion eﬃciency (PCE). Mixtures of formamidinium (FA) with
methylammonium (MA) as A-cations show currently the best performance. Apart from oﬀering better
solar light harvesting in the near IR the addition of methylammonium stabilizes the perovskite phase of
FAPbI3 which in pure form at room temperature converts to the yellow photovoltaically inactive
d-phase. We observe a similar phenomenon upon adding Cs+ cations to FAPbI3. CsPbI3 and FAPbI3 both
form the undesirable yellow phase under ambient condition while the mixture forms the desired black
pervoskite. Solar cells employing the composition Cs0.2FA0.8PbI2.84Br0.16 yield high average PCEs of over
17% exhibiting negligible hysteresis and excellent long term stability in ambient air. We elucidate here
this remarkable behavior using first principle computations. These show that the remarkable stabilization
of the perovskite phase by mixing the A-cations stems from entropic gains and the small internal energy
input required for the formation of their solid solution. By contrast, the energy of formation of the delta-phase
containing mixed cations is too large to be compensated by this configurational entropy increase. Our
calculations reveal for the first time the optoelectronic properties of such mixed A-cation perovskites and
the underlying reasons for their excellent performance and high stability.
Broader context
Lead halide perovskite solar cells (PSCs) of the general formula APbX3 where A stands for a monovalent cation, i.e. formamidinium (FA), methylammonium
(MA) or Cs+ and X for iodide or bromide are presently attracting intense research interest due to the stunning rise of their solar to electric power conversion
eﬃciency (PCE) from 3% to 21% within a period of only a few years. Today’s best PSCs use formulations composed of a mixture of formamidinium with
methylammonium as A cations. Apart from oﬀering better solar light harvesting in the near IR the addition of methylammonium leads to a striking
stabilization of the perovskite phase of FAPbI3 which in pure form at room temperature converts to the yellow delta phase. We observe the same phenomenon
upon adding Cs+ cations to FAPbI3. CsPbI3 and FAPbI3 both form the undesirable yellow phase under ambient condition while the mixture forms the desired
black pervoskite. We elucidate here, for the first time, this remarkable behavior using first principle computations. Our theoretical analysis shows that the
remarkable stabilization of the perovskite phase by mixing the A-cations stems from entropic gains and the small internal energy input required for the
formation of their solid solution. In contrast, the energy of formation of the delta-phase (yellow) containing a mixture of the same cations is too large to be
compensated by the configurational entropy increase. Our band structure calculations explain the eﬀect of cation and anion mixing on the opto-electronic
properties of the materials which should foster their future development as key energy conversion materials.
Introduction
Organic inorganic hybrid metal halide perovskites have been
under intense investigation following their initial use as light
harvesting pigments in dye-sensitized solar cells.1–4 When
using optimized fabrication procedures judiciously chosen
perovskite formulations exhibit broad absorption spectra with
sharp edges in the near infrared making them excellent light
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harvesters that demonstrate properties as either n- or p-type
semiconductors with close to optimal band gaps for solar energy
conversion. These favorable characteristics coupled with long
carrier diffusion lengths and the feasibility of their fabrication
by solution processing, leading to low production costs, make
them excellent candidates as opto-electronic materials.5–17
Methylammonium lead iodide (MAPbI3) has been the most widely
studied ABX3 (where A is the organic (or inorganic) cation, B is the
divalent metal cation and X the halide anion) structured perovskite
material up until now. However, it decomposes rapidly at higher
temperatures exhibiting discoloration after heating at 150 1C for
30 minutes in air.18 Formamidinium lead iodide (FAPbI3) has
emerged as a promising candidate for use in perovskite solar
cells (PSCs), primarily due to its absorption spectrum that
extends further into the red than that of MAPbI3, potentially
leading to higher current densities.18–20 Moreover, FAPbI3 is
more resistant to heat stress than MAPbI3 although both show
degradation in ambient air at relative humidities approaching
100%.18 However, the black perovskite phase of pure FAPbI3, is
thermodynamically stable only above 160 1C,12 forming a yellow
d phase below the phase transition temperature. To stabilize
the perovskite phase of FAPbI3 at room temperature, MAPbI3
has been added to produce mixed cation PSCs.19 These mixed
(MAPbX3)x(FAPbI3)1x perovskites were utilized in the fabrication
of solar cells and exhibit the highest power conversion efficiencies
to date with certified values exceeding 20%.11,12,19 However, the
mixed (MAPbX3)x(FAPbI3)1x perovskite is also prone to decom-
position under heat stress, due to the presence of MAPbX3.
Hence it is of great importance to develop a perovskite structure
that is stable in both low and high temperature ranges.
Purely inorganic perovskites of the general formula, CsPbX3,
such as CsPbI3 and CsPbBr3, are drawing attention for use as
luminescent materials and in high-energy radiation detectors.21–26
Perovskite solar cells utilizing CsPbBr3 have exhibited excellent
thermal stability with high photovoltages.27 However, the photo-
current is low due to the wide band gap (2.36 eV) of the light
absorber. The perovskite phase of CsPbI3 has a narrower band
gap (1.73 eV) than CsPbBr3; however, the perovskite phase of
CsPbI3 is only stable at high temperature, converting to the
yellow (d) phase under room temperature conditions.28 In fact,
the first-order reversible phase transition of CsPbI3 from a
yellow orthorhombic phase to a dark cubic perovskite phase
takes place at 308 1C24,29 preventing its use in practical applications
such as solar cells. Cesium dopedMAPbI3 perovskites, were likewise
employed in solar cells, demonstrating higher voltages than
pure MAPbI3. However, the best reported solar to electric power
conversion efficiency (PCE) of the cesium doped MAPbI3
perovskite is 7.68%.30
Here we present a MAPbX3-free mixed cation perovskite,
CsxFA(1x)PbX3, as an attractive material for perovskite solar
cells exhibiting both high eﬃciencies and good thermal stability.
Although both FAPbI3 and CsPbI3 3D perovskite phases are unstable
at room temperature, room temperature stable Cs0.2FA0.8PbI3
perovskite is formed by adding 20% CsPbI3 into FAPbI3. The
film darkens immediately upon the adjunction of the anti-solvent
chlorobenzene at room temperature. Moreover, the new perovskite
is also stable at higher temperatures. Here we elucidate, for the first
time, this remarkable behavior using first principle computations.
Our theoretical analysis includes band structure calculations that
explain the eﬀect of cation and anion mixing on the opto-electronic
properties of the materials. We fabricate mixed cation PSCs with a
high PCE, the average being above 15%, exceeding the eﬃciency
reached with pure FAPbI3 perovskite. The mixed cation perovskite
shows good stability with no discernible decrease in eﬃciency of
unsealed solar cells following a time lapse of 1000 h under ambient
conditions in the dark. We note that our experimental results agree
with those of a very recent study that appeared during the final
preparation of ourmanuscript that investigates similarmixed cation
PSCs.31 We find that the PCE can be further improved up to 18% by
replacing a small fraction of the iodide in the mixed cation
perovskite with bromide anions.
Results and discussion
We produced the perovskite film by spin coating a CsxFA1xPbX3
solution on a mesoporous TiO2 film. The precursor solution is
made by dissolving CsI, formamidinium iodide and formamidinium
bromide (for mixed halide devices) with PbI2 in a mixture of
DMF and DMSO. At the last stage of the spin coating, the film is
treated with chlorobenzene, as antisolvent, to improve the
perovskite crystallization. Following spin coating, the film is
annealed at 100 1C for 30 minutes. Perovskite films produced in
this manner turn dark immediately after spin coating and
subsequent heating, suggesting the formation of the black
perovskite (versus d) phase of the Cs0.2FA0.8PbI3. On the contrary,
a spin-coated film of FAPbI3 remains yellow in color even after
heating at 100 1C for more than 30 minutes, darkening only at
temperatures of 150 1C and above.
The eﬀects of the added Cs and Br on the absorption
properties of the FAPbI3 perovskite have been examined by
using UV-vis absorption. The absorption spectra Fig. 1a indicate
a slight blue shift of 5 nm upon increasing the ratio of Cs in
CsxFA(1x)PbI3 from 0 to 0.4, in good agreement with theoretical
calculations, suggesting only a minor eﬀect of Cs on the band
gap of the perovskite. On the contrary, a significant blue shift
from 785 nm to 735 nm is observed when increasing the content
of Br added into the perovskite structure, from Cs0.2FA0.8PbI3 to
Cs0.2FA0.8PbI2.6Br0.4, as shown in Fig. 1b. This observation
indicates that the band gap augments with increasing concen-
tration of Br in the inorganic organic hybrid lead iodide/
bromide perovskites, confirming our theoretical calculations.
Although the blue spectral shift decreases the maximum theoretical
photocurrent density of the device, it is possible to obtain higher
voltages when using the larger band gap absorption materials.
Photoluminescence spectra, Fig. 1c, show a similar trend of blue
shift of emission maximum from 806 nm to 772 nm by increasing
the Br concentration from Cs0.2FA0.8PbI3 to Cs0.2FA0.8PbI2.6Br0.4. By
contrast, increasing the Cs concentration from 0 to 0.4 for
CsxFA(1x)PbI3 shifts the emission spectra towards the blue by
only a few nm. Fig. 1d shows the intersection point of absorption
and emission spectra of Cs0.2FA0.8PbI3 and Cs0.2FA0.8PbI2.84Br0.16
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are at 792 nm and 782 nm respectively, corresponding to band
gaps of 1.56 eV and 1.58 eV.
Diﬀerential scanning calorimetry (DSC) was employed to
investigate the thermal behavior of the mixed perovskites.
Fig. S1 (ESI†) shows the DSC scans of the perovskites from
20 1C to 250 1C under nitrogen gas atmosphere. Neither of the
mixed perovskites, Cs0.2FA0.8PbI3 and Cs0.2FA0.8PbI2.84Br0.16,
shows any peaks, indicating that the perovskite phase of this type
of mixed perovskites is stable over the investigated temperature
range. On the contrary, the pure FAPbI3 exhibits a peak at
156 1C, indicating a phase transition of FAPbI3 from the yellow
d phase to the perovskite structure at this temperature. This
finding is consistent with the color change of the FAPbI3 film
from yellow to black at around 150 1C. The thermal stability of the
mixed perovskites was investigated by heating the film at 150 1C in
ambient air. Whereas Cs0.2FA0.8PbI3 and Cs0.2FA0.8PbI2.84Br0.16 are
stable, showing no discoloration, the MAPbI3 color changes from
dark-brown to yellow after 60 minutes. The (MAPbBr3)0.15(FAPbI3)0.85
perovskite likewise discolors following 60 minutes heating.
Fig. 2a shows the XRD spectra of the CsxFA1xPbI3 and that
of FAPbI3 annealed at 150 1C. Annealing produces the trigonal
perovskite phase of FAPbI3. However, the intense peak at
11.7 degrees indicates that the hexagonal non-perovskite d phase
still exists after the heat treatment in agreement with previous
work.12 The peak at 12.7 degrees corresponds to the hexagonal
phase of PbI2. Remarkably, when 10% Cs was added to the
FAPbI3, the formation temperature of the perovskite phase
decreased sharply allowing formation of the trigonal perovskite
phase to occur already at room temperature. This suggests that
the introduction of Cs thermodynamically favors the formation of
the perovskite phase, bringing the system into a new equilibrium
state. This supposition will be substantiated below by theoretical
analysis. Increasing the Cs+ content beyond 10% does not seem
to impact the formation of the perovskite phase. However, when
its concentration reaches 40% or above, the peaks at 25.4 and
28.1 degrees become more visible and split into two, due to the
larger distortion of the perovskite lattice, in good agreement with
the theoretical calculations (Fig. S11, ESI†). We substituted a
small fraction of iodide by bromide in the perovskite lattice to
further boost the eﬃciency.12 No changes in the phase of film
occurred upon increasing the Br concentration. Even for the
formulation with the highest concentration of Br of 13 mol%
(Cs0.2FA0.8PbI2.6Br0.4) employed here, the film still remained in
the trigonal perovskite phase, in agreement with previous studies
showing that iodine rich perovskites remain in the trigonal
phase, while Br rich ones form the cubic phase.18,32
The Pb 4f core level signals for diﬀerent samples are shown
in Fig. S2 (ESI†). The Cs0.2FA0.8PbI3 sample exhibits two dominant
peaks located at 137.1 eV and 141.9 eV, corresponding to the Pb
4f7/2 and Pb 4f5/2 level, respectively, indicating a spin–orbit splitting
of 4.8 eV. The small satellites at low binding energy are, according
to previous reports,33 due to metallic lead. After Br doping, the
Pb2+ lines show a 0.3 eV binding energy shift to a higher energy
level, which could be attributed to the fact that Pb 6s orbitals have
a larger overlap with the p-orbitals of iodide than bromide. All
samples show strong signals from I 3d and Cs 3d core levels, and
their peaks don’t show any apparent shift when Br is incorporated
into the structure. For the I 3d core level, following Br doping, the
intensity of peaks decreased, concomitant with the decrease of I
concentration in the sample. Pure Cs0.2FA0.8PbI3 has no signal in
the region of the Br core level. After incorporation of Br, the peaks
assigned to Br 3d become visible, and the intensity increases as
expected as a function of the Br concentration.
Themorphology of the film has been investigated by scanning
electron microscopy (SEM). Fig. 3a shows the cross-sectional SEM
image of the perovskite solar cell device. From bottom to top,
the device consists of successive layers of FTO, compact TiO2,
mesoporous TiO2/perovskite composite, perovskite capping
layer, spiro-OMeTAD hole transporting material (HTM) and gold
(Au) as counter electrode. The perovskite capping layer lies in a
homogenous layer on top of the mesoporous TiO2/perovskite
composite, separating the HTM from possible contact with TiO2.
This conformal capping layer helps prevent charge recombination
between the HTM and the electron transporter, TiO2. Fig. 3b shows
the top view SEM image of the Cs0.2FA0.8PbI3 perovskite film.
Fig. 1 Photophysical properties of CsxFA(1x)PbI3 and Cs0.2FA0.8PbI(3y)Bry.
(a) UV-vis spectra of mixed A cation perovskites of diﬀerent mixing ratios
CsxFA(1x)PbI3. (b) Eﬀect of substitution of iodide by bromide on the UV-vis
spectra of Cs0.2FA0.8PbI(3y)Bry. (c) Normalized photoluminescence spectra
of Cs0.2FA0.8PbI(3y)Bry. (d) Absorption and emission spectra of Cs0.2FA0.8PbI3
(black) and Cs0.2FA0.8PbI2.84Br0.16 (red).
Fig. 2 (a) XRD spectra of FAPbI3, CsPbI3 and the CsxFA(1x)PbI3. (b) Eﬀect of
iodide substitution by bromide on the XRD spectra of Cs0.2FA0.8PbI(3y)Bry.
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It indicates a branchlike structural morphology of the perovskite
crystal grains with good surface coverage. As observed in the top
view SEM image of Cs0.2FA0.8PbI2.84Br0.16, Fig. 3c, its morphology
is similar to that of Cs0.2FA0.8PbI3. Both the pure iodide and
bromide containing perovskites’ uniform and compact layer
formation on the mesoporous TiO2 are consistent with the
cross-sectional SEM results.
A high-resolution transmission electron microscopy (TEM)
image, Fig. S3 (ESI†), shows periodically aligned parallel lines
resulting from the crystalline planes, indicating the high level
of crystallinity of the perovskite granular structure. A high-angle
annular dark-field scanning transmission electron microscopy
(HAADF-STEM) image, Fig. 4, illustrates the morphology of the
perovskite grains, which was analyzed by scanning transmission
electron microscopy energy dispersive spectroscopy (STEM-EDS).
The STEM-EDS mapping of Cs, Pb, I, Br exhibits a similar pattern
compared to the image of HAADF-STEM. These findings signify
that the elements Cs, Pb, I, Br are homogeneously distributed
within the perovskite crystals, suggesting that the Cs and Br are
uniformly incorporated into the FAPbI3 in the perovskite grain
rather than existing in separate chemical phases.
We find that the remarkable stabilization of the perovskite
over the non-perovskite d phase upon Cs/FA mixing can be
rationalized with simple structural and thermodynamic arguments.
The d phases of FAPbI3 and CsPbI3 diﬀer significantly in their
atomistic structure. In the case of the FAPbI3, the d-phase
consists of 1D pillars made of face sharing PbI6 octahedra
(Fig. 5a). These pillars, aligned along the crystallographic c
direction, are separated by domains containing only FA. The
d-CsPbI3 crystal is also made of 1D PbI3 pillars surrounded by
the cation, Cs+ in this case, but these pillars consist of stacked
and shifted edge sharing PbI6 octahedra (Fig. 5b). Another
significant diﬀerence is the volume per stoichiometric unit of
the two systems: (Vd-FAPbI3B 256 Å
3 vs. Vd-CsPbI3B 222 Å
332).
On the contrary, the a and b perovskite FAPbI3 phases (Fig. 5c and d)
are very similar to the perovskite phase of CsPbI3 (Fig. 5e), and
the volume per stoichiometric unit of the three crystals is also
very close (Va-FAPbI3B 256 Å
3 and Vb-FAPbI3B 249 Å
328,32 vs.
Va-CsPbI3 B 250 Å
328,32). This suggests that cation mixing inFig. 3 (a) Cross-sectional SEM image of a complete photovoltaic device.
(b) Top-view SEM image of the Cs0.2FA0.8PbI3 perovskite. (c) Top-view SEM
image of the Cs0.2FA0.8PbI2.84Br0.16 perovskite.
Fig. 4 HAADF and TEM-EDS image of Cs0.2FA0.8PbI2.84Br0.16.
Fig. 5 Various phases of FAPbI3 and CsPbI3 and variation of internal
energy of mixed CsxFA1xPbI3 in diﬀerent phases. (a and b) Represent
the d phase in the FA and Cs perovskites, respectively; (c and d) show the a
and b FAPbI3, respectively. (e) Shows the cubic phase of the CsPbI3
structure. Comparison between the structures reported in panels (a) and
(b), and panels (b), (c) and (e) highlights the significant diﬀerence in the d
structure of FA and Cs lead iodide, as opposed to the strong similarities in
the corresponding perovskite phases. (f) Variation of internal energy, DE
(dashed blue line), mixing entropy contribution, TDS (dot-red dashed
line), and free energy, DF = DE  TDS (black continuous line) as a function
of Cs content.
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the d phase is energetically highly unfavorable, while it is more
favorable for the perovskite a and b phases. According to this
hypothesis, in the d phase the unfavorable energetic contribution
due to mixing is too large to be compensated by the mixing
entropy. On the contrary, in the a and b perovskite phases the
sum of the energy and mixing entropy contribution leads to a
reduction of the free energy, resulting in a stabilization of the
mixed 3D perovskite over the d phase. Since Cs and FA are
mixed in solution, thanks to the stability enhancement the
perovskite phase forms directly, before the separated d-phases
can prevent mixing. This hypothesis is confirmed by the results
shown in Fig. 5f where the energy andmixing entropy contributions
to the free energy, together with their sum, are plotted as a function
of the Cs content, in the compounds comprising CsxFA1xPbI3
in their a, b, and d phases.
Analysis of the energetics in the d phase shows that replacement
of the organic cation FA+ by the inorganic cation Cs+ leads to
a significant destabilization (energy increase) with respect to
the two pure FA and/or CsPbI3 d phases, DEd-CsxFA1xPbI3 = Ed-
CsxFA1xPbI3  (xEd-CsxPbI + (1  x)Ed-FA1xPbI). The mixing
entropy contribution to the free energy, TDSd-CsxFA1xPbI3 =
kBT[x log x + (1  x) log(1  x)], does not compensate this
energetic penalty and, as hypothesized above, cation mixing
cannot take place in the d phase. On the contrary, for the
perovskite phases, either the a and b types, the sum of the
energetic and mixing entropy contributions to the free energy is
favorable, resulting in a stabilization of the mixed phases (see
ESI† for more details). This stabilization is of the order of
0.05 eV (B2kBT at room temperature) and 0.02 eV (B0.8 kBT)
per stoichiometric unit for the a and b phase, respectively.
Within this simple model, the d- a or b transition temperature
is reduced byB200–300 K when going from the pure FAPbI3 to
the mixed CsxFA1xPbI3 system, which explains why the perovskite
phase is stable at room temperature for the mixed compound. The
increase of compound stability upon mixing may also account
for the observed resistance towards decomposition at higher
temperatures of mixed cation perovskites.
Fig. 5f shows that the maximum stabilization is achieved
at 40–60% Cs content. However, this might not be the best
composition to maximize the efficiency of the solar cell. Thus,
in the following we investigate how A-cation mixing affects the
electronic properties of perovskites. Cation mixing alters the
electronic structure of the perovskite in two ways. First, it leads
to a slight widening of the band gap (Fig. S4, ESI†), which
is blue-shifted by B15 nm in the case of b-Cs0.25(FA)0.75PbI3,
in good agreement with the experimental results. This shift
arises from the distortion of the PbI3 lattice upon mixing, with
the average Pb–I–Pb angle passing from 1671 in the pure b
FA-perovskite to 164.51 at B25% Cs mixing (more details are
given in the ESI†). The distortion of the lattice reduces the p-I/s-Pb
antibonding overlap of the valence band maximum (VBM, see
Fig. S5a/b, ESI†), resulting in a reduction of its energy and an
increase of the bandgap. A second effect of cation mixing is an
increase of the density of states (DOS) in the region up to 0.5 eV
below the VBM, which is consistent with the observed increase
of the IPCE. Summarizing, concerning the electronic and optical
properties, the optimal Cs content is the result of a trade-off
between the opposing effects of the Cs concentration on the
band structure, i.e., the widening of the band gap and the
increase of the DOS in the sub-VBM region.
Replacement of iodide with a limited amount of bromide in
mixed Cs/FA perovskites, is thermodynamically favored for
both the a and b phases (Fig. S6, ESI†). The band structure of
b-Cs0.25FA0.75PbI3yBry is shown in Fig. S7 (ESI†). The main
eﬀect of substituting iodide by bromide on the pervoskite
lattice is a widening of the bandgap consistent with the
observed blue shift of the absorption edge (vide infra). This
increase of the bandgap is due to a decrease of the antibonding
overlap between the X-np (X = Br or I) and Pb-6s orbitals with
respect to the pure iodide perovskite. There are two reasons for
this eﬀect. On the one hand, the diﬀerent size of I and Br ions
further distorts the PbI3yBry framework, resulting in a reduction
of the Pb-6s/I-5p overlap (Fig. S8, ESI†). Moreover, the more
compact Br-4p orbital has a limited antibonding overlap with
the Pb-6s in the inorganic framework that, at the compositions
investigated, has a size that is still close to that of the corres-
ponding iodide perovskite.
The photovoltaic properties of the perovskites were ascertained
by measuring the current–voltage ( J–V) curves and by evaluating
the devices’ corresponding incident-photon-to-current conversion
efficiency (IPCE) spectra. The representative J–V curves and their
corresponding PV parameters are illustrated in Fig. 6 and
tabulated in Table 1, respectively. The device fabricated by pure
FAPbI3 perovskite films gives a power conversion efficiency
(PCE) of 10.4% with open-circuit voltage (Voc) of 809 mV, short
circuit current density ( Jsc) of 21.4 mA cm
2 and a fill factor of
59.2%. Following incorporation of Cs, the mixed cation perovskite
Cs0.2FA0.8PbI3 device yields an enhanced PCE (compared to pure
FAPbI3) of 15.69%, with PV parameters of Voc = 1017 mV,
Jsc = 21.5 mA cm
2 and fill factor = 70.1%. Substituting 5% of
the iodide in the mixed cation perovskite by bromide yielding
the Cs0.2(FA)0.8PbI2.84Br0.16, improves the PCE further to a value
of 17.35%, with Voc = 1073 mV, Jsc = 21.9 mA cm
2 and a fill
factor of 74.2%. The champion cell shows an overall PCE of
18.02%, with a Voc of 1072 mV, a Jsc of 23.3 mA cm
2 and a fill
factor of 72.3%. Moreover, preliminary stability tests show that
the device based on Cs0.2FA0.8PbI3 is much more stable than
FAPbI3 under ambient conditions when kept unsealed in the
dark. The device based on Cs0.2FA0.8PbI3 (Fig. S10, ESI†) shows
no performance decrease within 1000 h. The bromide doped
perovskite’s performance Fig. 6c matches that of the pure iodide
mixed cation perovskite. On the contrary, perovskite solar cell
based on pure FAPbI3 degrades within 48 h under the same
conditions. As shown in Fig. 6b, the onset of the IPCE spectra
for the Cs0.2FA0.8PbI3 device is at 860 nm and that for the
Cs0.2FA0.8PbI2.84Br0.16 device is at 830 nm, agreeing well with
the UV-vis spectra. On the other hand a somewhat higher overall
IPCE value is observed for the Cs0.2FA0.8PbI2.84Br0.16 device
compared to the pure iodide device, probably due to its higher
absorbance and longer carrier diffusion length.10 The integrated
current densities calculated from the IPCE spectra agree
well with the corresponding measured photocurrent densities,
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indicating that the emission of our solar simulator matches well
the spectrum of standard air mass 1.5 solar light.
Conclusions
We have demonstrated that a mixed A cation inorganic–organic
perovskite prepared by incorporating Cs into FAPbI3 can be
used to produce high performance solar cells. These perovskite
films are homogeneous and can be conformally coated onto
the TiO2 photoanode, showing no separation into different
chemical phases. They can be produced at temperatures lower
than the 150 1C required for the pure FAPbI3 films, remaining
stable with no (reversible) phase transitions to the inactive,
yellow colored, d phase, over a large temperature range down to
room temperature. This stabilization can be rationalized in
terms of the miscibility of CsPbI3 and FAPbI3 in the perovskite
phase, while the same compounds are not miscible in the d
phase due to the fact that CsPbI3 and FAPbI3 are very similar in the
atomistic structure and volume in the former but not in the latter.
This results in large energy penalty for mixing in the d phases,
while themixing of the perovskite phases is energetically favorable.
The high performance of the mixed CsxFA(1x)PbI3 perovskite
exemplifies the great potential of this newly developed material
not only in the production of high efficiency solar cells, but also as
materials for optoelectronic devices such as photoconductors
and OLEDs.
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